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Build own server

Sometimes customers need to control many screens and want to use

their own server, which will be faster to sending programs.

Two methods to building server:

1. Xixun Company provides following things:

a. User name and password

b. Provide server IP /domain name for controller connects with server; default port
to monitoring controller is 50001

c. Provide server IP/domain name for software connects with server, default port to
monitoring user 50000

2. Customers build it totally by themselves:
Preparations:
a. Hardware: PC with stable windows system always gets access to internet and

power on.

b. Software: LEDdataserver.exe provided by Xixun Company. Key provided by xixun
engineer.

c. Static IP address
d. If not static IP address then need has a DNS.

Steps for method 2:

Stepl, PC gets internet through router then running LedDataServer.exe software
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Step2, after installing it, click on Start server button and then click on Server setting
and then setup parameters as following:

Set 50001 for DTU listening port
Set 50000 for user listening port
When you setting these parameters, on the right part will see the corresponding

status information
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Step3, set port forwarding in Router, Forwarding port 50000-50002 to server, IP
address is the server’s IP in LAN.

Login the router and then enter port forwarding, enter the port range 50000~50002
for private IP (that is the LAN IP address of the server PC).
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Note: each router’s interface is different maybe; here we just take one for example:

Product Page :

“D-LInk
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Port Forwarding

The Advanced Port Forwarding option allows you to define a single public port on your router for
redirection to an internal LAM IP Address and Private LAM port if required. This feature is useful
for hosting online services such as FTP or Web Servers.
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Step4, if server IP is not static then should use DNS. Apply a valid Domain name in
advance and download the customer-side. Please login domain name in router or
login customer-side.

Or login the DNS in router, here, take one router for example:

Shanghai Xixun Electronic Technology Company Ltd.
Website: http://www.xixunled.com



.XIXUN——Professional supplier of asynchronous LED display control system

e novanceo LTI | e

The Dynamic DHS feature alows yw0u to host 3 server (Wab, FTP, Game Server, otc...) usng a
doman nama that you have purchased (wrarw. whabevernyournarmes. com) with your dyn
o B

Most br d Intemet Service Providens assgn dynamsc {d‘m‘lm} w
acidresses. Usig a DONS service Drowider, wour friands can snter your host nama to connact to
VORUP QAITHE SENGET RO Matter what your 1P address .

Son up for D-Link's Free DDNS sersce at vers DUnEONS com,
[Bave Sertrin | [ tiet Save Setangs |
Enabis DOHS @ [&F
Sercer Address : =l
Hiost Hame
Usarname

Passsweoed o

If server PC has static IP address then no need to do anything in this step.

Step5, apply a new user name and password for your end customers

Take one for example:

User name: alahover

Password: 888

Remarks: shanghai xixun Company

Click on User management-—->new user and then a dialogue box comes out:

LedDataServe
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User infarmakion

User name: Ialahnver

Password: IE‘EE‘

Password confirm: IEEE

Remarks: Iwww.xixunled.cnm
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Step6, opening lededitorV9 software and then login this user name and password,
then will see the user online status and see your DTU: M31 card’s serial number.
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