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Instructions of synchronizing display content to customized 

text file  

 

LED Controller firmware version requirements:   S:52130306 

 

LedEditor software version requirements: Mar 6 2013 

 

1. Principle: 

1.1  Build FTP server; 

1.2  Synchronize project’s material files under FTP directory to text file, while 

content of material file will update with that of text file. 

1.3 Controller gets project content in FTP so as to make the display content always 

consistent with text file content. 

Diagram in below: 
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2. Examples (display content is consistent with one text file content): 

2.1 text file for storing user’s message named E:\msg.txt; 

2.2 Build ftp service in E:\FTP directory, FTP address is www.ledm2m.net, port is 

21, user name: xixun, password: 888; please refer to attachment for building 

FTP server. 

2.3 Use LedEditor (which could generate xml project) to build a new project, add 

a file window and then add a text for this window, save it under 

E:\project\test.lxd, picture in below: 
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2.4 send program to FTP via LedEditor; click on Menu barOptionsSoftware 

SetupFTP server, picture in below: 

 

Press Send button  and then will see picture in below: 

 

Directory name of this project in FTP is 429427866 (in controller hardware setup, 

relative path name and directory name should be always the same), project name is 

429427866\429427866.xml. In this project, material file for msg.txt is 2_2.xrs 

 



XIXUN――Professional supplier of asynchronous LED display control system 

 

Shanghai Xixun Electronic Technology Company Ltd.            
Website: http://www.xixunled.com 

    4 

 

 

3. Set parameters in controller 

3.1 Set parameters in controller:  

LedEditor softwareMenu barOptionsSoftware SetupStand-alone mode--OK 

  

 
3.2 LedEditorMenu barOptionsHardware Setup 

 
Press 888 for password 

 

Set FTP parameters, picture in below: 
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After press OK and set parameters success, then a tip message will pop up in left bottom of desktop: 

 

 

4. Run ConverTxtOnTimer.exe, set text file, material file path and project file 

path, picture in below: 
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Timer interval is 15, which means synchronize content per 15 minutes;  

Press Start Timer button will synchronize material file in text file in timer, picture in below: 

 

Attachment: 

Steps of building FTP server: 

Double click on  FTP server software and start to install it.   
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After  installing  it,  click on  shortcut    in desktop  and  run  FTP  server, picture  in 

below: 
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Press OK button and then following picture will pop up: 

 

 

 

Set FTP server parameters, click on Menu barEditSettings, picture in below: 
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Setup Passive mode: 

 

 

Secunity Setting: 
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Add a user in FTP, click on Menu bar EditUser:   

 

Then assign a folder as the root directory for this user: 
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Set access rights for this user, picture in below: 

 

 

Press on OK button and close this dialogue box.   
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Set port forwarding in Router, Forwarding port 21 to server, IP address is the server’s 

IP in LAN.   

 

Login the router and then enter port forwarding, enter the port range 21 for private 

IP (that is the LAN IP address of the server PC).   

 

Note: each router’s interface is different maybe; here we just take one for example: 

 

Until now, FTP server is complete.     


