
Download program from ftp protocol 
 
Step1. Build FTP service, Create project folder in the root directory of FTP; demo.xml file in Demo folder is project file, the materials in demo folder. 

 
Step2, using LEDeditor software to setup parameters for controller 

  password:888 

 
Step3, send command of sending program from FTP to tell controller getting program from the specific FTP: 
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Check algorithm:    add all data from beginning of “command” filed to the end of “main body” together to get sum in bytes and then invert.   
 
 
 
 
 
 

Attention: when you build FTP services, customers could choose their familiar FTP service software or use the      ‐‐‐xixun 

provided,   
Please refer to Attachment for how to build FileZilla_Server； 
 
Please refer to <xml project file structure instruction.doc > for xml project file. 
 
 
 
 
 
 
 
 
 
 
 
 
 



 
 
 
 
 
 
 
 

Attachment: 

Steps of building FTP server: 

Double click on  FTP server software and start to install it. 

 



 

 



 

After installing it, click on shortcut    in desktop and run FTP server, picture in below: 

 
Press OK button and then following picture will pop up: 
 



 
 
Set FTP server parameters, click on Menu barEditSettings, picture in below: 
 

 



 
 
Setup Passive mode: 
 



 

Secunity Setting: 
 



 

 
Add a user in FTP, click on Menu bar EditUser: 



 

Then assign a folder as the root directory for this user: 

 



 

 
 
Set access rights for this user, picture in below: 



 

 
Press on OK button and close this dialogue box. 

Set port forwarding in Router, Forwarding port 21 to server, IP address is the server’s IP in LAN. 
 
Login the router and then enter port forwarding, enter the port range 21 for private IP (that is the LAN IP address of the server PC). 
 
Note: each router’s interface is different maybe; here we just take one for example: 



 
Until now, FTP server is complete. 

 


